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The leader in seismic interconnects solutions used in all climates and conditions.
Specializing in custom design applications with rapid response from concept to
prototyping. We achieve these high standards by utilizing the best engineering

and manufacturing capabilities in the industry.

**Custom Design** **Fast Prototyping** **Cutting Edge Engineering Technology**
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MARINE CONNECTOR TECHNOLOGY

Marine Products
U Lead in Connectors
U Air Gun Connectors
U Air Gun Termination Connectors
U Gun Controller Assemblies
U Cable Assemblies/Arrays
U Multiple Break -out Molds
U ArmorLite Protected Cable
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1921 Alta Vista 22552 Cuttler Rd

Midland, Texas 79706 New Caney, Texas 77357
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ASE Connectors

AG Connectors

HLT/Reed

Male | Female Male Female Male Female
HCM Series Conectors
HCM-2M HCM-2F |AGM-1002-M|AGM-1002-F| 6400-100 6400-101
HCM-4M HCM-4F |AGM-1004-M|AGM-1004-F | 6400-200 6400-201
HCMP-2M HCMP-2F |AGM-1102-M|AGM-1102-F| B-4080 B-4273
HCMP-4M HCMP-4F |AGM-1104-M |AGM-1104-F| B-4089 B-4272
HCM Series Dummy Plugs
M-8302M M-8302F |AGM-1302-M|AGM-1302-F| B-4488 B-4489
M-8304M M-8304M |AGM-1304-M|AGM-1304-F| B-4490 B-4491
HCM Series Panel Mounts
M-8502M M-8502F |AGM-1502-M|AGM-1502-F|6500-101 6500-201
M-8504M M-8504F |AGM-1504-M|AGM-1504-F| 6500-301 6500-401
M-8602M M-8602F |AGM-1602-M|AGM-1602-F|6500-100 6500-200
M-8604M M-8604F |AGM-1604-M|AGM-1604-F| 6500-300 6500-400
M-8702M M-8702F |AGM-1702-M|AGM-1702-F| 6500-104 6500-204
M-8704M M-8704F |AGM-1704-M|AGM-1704-F| 6500-304 6500-404
HCS Series Connectors
HCS-2M HCS-2F | AGP-2002-M | AGP-2002-F | 6000-100 6000-101
HCS-4M HCS-4F | AGP-2004-M | AGP-2004-F | 6000-200 6000-201
HCS-8M HCS-8F |AGP-2008-M | AGP-2008-F | 6000-300 6000-301
HCSP-2M HCSP-2F | AGP-2102-M | AGP-2102-F | 5800-100 5800-101
HCSP-4M HCSP-4F | AGP-2104-M | AGP-2104-F | 5800-200 5800-201
HCSP-8M HCSP-8F | AGP-2108-M | AGP-2108-F | 7650004 7650003
HCSP-16M HCSP-16F| AGP-2116-M | AGP-2116-F | 7650028 7650027
HCS Seeies Dummy Plugs
M-9302M M-9302F | AGP-2302-M | AGP-2302-F | 6000-800 6000-802
M-9304M M-9304F | AGP-2304-M | AGP-2304-F | 6000-804 6000-806
M-9308M M-9308F | AGP-2308-M | AGP-2308-F | 6000-808 6000-810
M-9316M M-9316F | AGP-2316-M | AGP-2316-F | 6000-812 6000-814




ASE Series Connectors

AG Connectors

HLT/Reed

Male | Female Male | Female Male | Female
HCS Series Panel Mounts

M-9502M M-9302F | AGP-2502-M | AGP-2502-F N/A 6100-101
M-9304M M-9304F | AGP-2504-M | AGP-2504-F N/A 6100-201
M-9508M M-9508F | AGP-2508-M | AGP-2508-F | 6100-304 6100-301
M-9602M M-9602F |AGP-2602-M | AGP-2602-F N/A 6100-100
M-9604M M-9604F | AGP-2604-M | AGP-2604-F N/A 6100-201
M-9608M M-9608F | AGP-2608-M|AGP-2608-F | 6100-303 6100-300
M-9702M M-9702F |AGP-2702-M | AGP-2702-F N/A 6100-102
M-9704M M-9704F |AGP-2704-M | AGP-2704-F N/A 6100-202
M-9708M M-9708F |AGP-2708-M|AGP-2708-F|6100-315 6100-302
M-9516M M-9516F |AGP-2516-M|AGP-2516-F N/A 6100-401
M-9716M M-9716F |AGP-2716-M | AGP-2716-F N/A 6100-402

HCG Series Gun Connectors
HCG-2B N/A AGS-6102 N/A RGSM-2 5600-350
HCG-4B N/A AGS-6104 N/A RGSM-4 HL7650029
HCG-2SF N/A AGS-6302 N/A RGSC-2 5500-300
HCG-2ST N/A AGS-6402 N/A LRS-5103 7650142
HCG-2SP N/A AGS-6412 N/A LRS-5103 7650017
HCG-2G N/A AGS-6612 N/A RGWM-2 [HL7650026 or HL7650028

HCI Terminations

Wye 1in 2 out AGT-8200 YM-422
Term Blk 1 in 2 out AGTR-8400 CTHD

Term Blk 1 in 4 out

Term Blk 1 in 6 out

Term Blk 1 in 8 out




HCM Series Connectors

Use: Marine Gun Arrays

Connectors are Date Coded
Number of Contacts: 2 or 4
Contact Size: 12 Awg

Max Cabl e Diameter: . 6000
Locking Ring Type: Stainless Steel with Fluoropolymer Coating
Cross Reference: AGM -1002, AGM -1004 (AG)
3.85
[97.7 mm]
1.44 DIA
)| s @
ID] [36.5 mm]
HCM-2M HCM-4M
HCMMALE FACE VIEW FACE VIEW
4.35
[110.4 mm]
1.44 DIA
: [36.5 mm]
HCM-2F HCM-4F
HCM FEMALE

FACE VIEW FACE VIEW




HCMP Series Connectors

Use: Marine Gun Arrays

Connectors Waterblocked and Date Coded
Number of Contacts: 2 or 4
Contact Size: 12 Awg

Max Cabl e Diameter: . 6000
Locking Ring Type: Stainless Steel with Fluoropolymer Coating
Cross Reference: AGM -1102, AGM  -1104 (AG)
RM 2, RM 4 (HLT)
5.31
[134.8 mm]
A 1.44 DIA
E AR ] [36.5 mm]
HCMP-2M HCMP-4M
FACE VIEW FACE VIEW
HCMP MALE
5.31
[134.8 mm]
Lima 1.44 DIA
E AR [36.5 mm]
HCMP-2F HCMP-4F
FACE VIEW FACE VIEW

HCMP FEMALE




HCM Series Dummy Plugs

Use: Marine Gun Arrays

Connectors are Date Coded
Number of Contacts: 2 or 4
Contact Size: 12 Awg

Locking Ring Type: Stainless Steel with

Cross Reference: AGM
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[94.8 mm]

K]

doedl

%%

3

eSodote!
ototetelotetetel

20005020 %%%

oSote!

]

1.44 DIA

XX
XX

]
004
doaseted!

%5
00005 %%

X
s
6%
X
XX
&

%
0:0
(2%
=%
<

XXX

XX

TRITLY
S
(20000
$26%%% %%
RIIRLY
RS
KKK
0gosasetele

XXX
XXXXXX

050
6%
O
%
KRR

%
X
%

RRRK
7%
%
3
%5
%6

03039
008

[6%%
(%%
R
KRS
2%}

HCM MALE
DUMMY PLUG
4.23
[107.5 mm]
1.44 DIA
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FACE VIEW
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HCM Series Connectors

Use: Marine Panel Mounts

Number of Contacts: 2 or 4

Contact Size: 12 Awg

Shell Type: Stainless Steel

Mounting Thread: 3/ 40 NPT

Cross Reference: AGM -1502, AGM 1504 (AG)
6500 -101, 6500 -201, 6500 -301, 6500 -401 (HLT)
291
[73.9 mm]
WWW - T
|| 1.44DIA
E [36.5 mm]
W) |
HCM MALE M-8502M M-8504M
FACE VIEW FACE VIEW
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[84.9 mm]
il !
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- |
HCM FEMALE M-8502F M-8504F

FACE VIEW FACE VIEW



HCM Series Connectors

Use: Marine Panel Mounts

Number of Contacts: 2 or 4
Contact Size: 12 Awg
Shell Type: Stainless Steel

Cross Reference: AGM -1602, AGM -1604 (AG)
6500 -100, 6500 -200, 6500 -300,6500 400 (HLT)

2.89 N 2.00 L 2.00 _
[73.4 mm| [50.8 mm] SQ [50.8 mm] SQ
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L
HCM MALE M-8602M M-8604M
FACE VIEW FACE VIEW
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L
HCM FEMALE M-8602F M-8604F

FACE VIEW FACE VIEW



HCM Series Connectors

Use: Marine Panel Mounts

Number of Contacts: 2 or 4
Contact Size: 12 Awg

Shell Type: Stainless Steel
Mounting Thread: 1 1/ 1612

Cross Reference: AGM -1702, AGM -1704 (AG)
6500 -104, 6500 -204,6500 -304,6500 404 (HLT)
2.89
[73.4 mm]
: 1.74 DIA
E [44.2 mm]
HCM MALE M-8702M M-8704M
FACE VIEW FACE VIEW
3.34
[84.9 mm]
1.74 DIA
[44.2 mm]
HCM FEMALE M-8702F M-8704F

FACE VIEW FACE VIEW



HCS Series Connectors

Use: Marine Gun Arrays

Connectors are Date Coded

Number of Contacts: 2, 4 or 8

Contact Size: 1 x 10 Awg, Balance 12 Awg

Max Cabl e Diameter: . 6000

Locking Ring Type: Stainless Steel with Fluoropolymer Coating

Cross Reference: AGP 2002, AGP -2004, AGP -2008 (AG)

3.64
[92.5 mm]
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HCSP Series Connectors

Use: Marine Gun Arrays

Connectors Waterblocked and Date Coded
Number of Contacts: 2,4 or 8
Contact Size: 1 x 10 Awg, Balance 12 Awg

Max Cabl e Diameter: . 6000
Locking Ring Type: Stainless Steel with Fluoropolymer Coating
Cross Reference: AGP 2102, AGP 2104, AGP 2108 (AG)
WSU 2, WSU 4, 5555 -8 (HLT)
5.09
[129.2 mm]
H
Oima 3 1.44 DIA
E I [36.5 mm)]
D
HCSP-2M HCSP-4M HCSP-8M
FACE VIEW FACE VIEW FACE VIEW
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HCS Series Dummy plugs

Use: Marine Gun Arrays

Connectors are Date Coded

Number of Contacts: 2, 4 or 8

Contact Size: 1 x 10 Awg, Balance 12 Awg

Locking Ring Type: Stainless Steel with Fluoropolymer Coating

Cross Reference: AGP 2302, AGP -2304, AGP -2308 (AG)



